IC SOCKET 2.54mm SERIES
0 —

Material & finish

PIN CONTACT: CURRENT RATING:
Brass S Amp

Gold plated CONTACT RESISTANCE:
INSULATOR: 20 millohms MAX.
PBT & Glass—fibre INSULATOR RESISTANCE:
reinforced UL 94-VO 5000 Megohms Min.
OPERATING TEMPERATURE:  VOLTAGE RATING:
—40°C to +105°C 250VAC. R.M.S.
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2. 54mm STAMPED PIN 2. 54mm MACHINED PIN

PITCH=7.62mm (0.3")
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PITCH=15.20mm (0.6")
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ORDERING INFORMATION

| TYPE CONTACT TYPE
IS1: IC SOCKET 2.54mm A: STAMPED PIN

B: MACHINED PIN

| | CONTACT PLATING
No. OF CONTACTS )

06-48 B: GOLD FLASH
INSULATOR COLOR

K: BLACK

TWO ROWS PITCH
A: 6.35mm(0.25inch)
B: 7.62mm(0.3inch)
C: 10.16mm(0.4inch)
D: 15.24mm(0.6inch)
E: 22.86mm(0.9inch)

: Computer Cable, Connector, Peripheral
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IC SOCKET 1.778mm SERIES

FU-YAO TECHNOLOGY CO., LTD

Material & finish
PIN CONTACT: CURRENT RATING:
Brass S Amp
Gold plated CONTACT RESISTANCE:
INSULATOR: 20 millohms MAX.

PBT & Glass—fibre
reinforced UL 94—-VO

OPERATING TEMPERATURE:

INSULATOR RESISTANCE:
5000 Megohms Min.
VOLTAGE RATING:

—-40°C to +105°C 250VAC. R.M.S.
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1. 778mm STAMPED PIN

1. 778mm MACHINED PIN

STAMPED PIN DIMENSION |——1 778 MACHINED PIN DIMENSION
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ORDERING INFORMATION

TYPE
182: IC SOCKET
1.778mm
| No. OF CONTACTS
08~48

TWO ROWS PITCH
A: 6.35mm(0.25inch)
B: 7.62mm(0.3inch)
C: 10.16mm(0.4inch)
D: 15.24mm(0.6inch)
E: 22.86mm(0.9inch)
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—‘CONTACTTYPE
A: STAMPED PIN
B: MACHINED PIN

| CONTACT PLATING
B: GOLD FLASH
INSULATOR COLOR

K: BLACK

www.fu-yao.com.tw / www.fu-yao.com.cn
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